
1、修改中间件jvm参数（通用机，如果是专用机千万不要改启动脚本）
/AAS/domains/mydomain/conf/startapusic
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调到8192
2、修改中间件apusic.con配置
/AAS/domains/mydomain/config/apusic.conf
  MaxKeepAliveRequests 改为4000
  NumberSelectors改为2
  EnableGZip 改为500(注意：改为500后AAS控制台可能进不去)
  HttpHandler和MuxHandler参数比3：1
[image: ]
3、启用jsp预编译/AAS/domains/mydomain/config/web.xml
  jsp.nocompile的设为true(注意：需要编译一次后再关掉弄这个)
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4、 /AAS/domains/mydomain/config/vm.options
(以下两项为新增)
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   apusic.http.static.speedup=true  静态文件加速
   com.apusic.tcp.acceptor.thread.count=1  设置多线程设置请求（该参数设置不能多于2，否则性能更低。）


image5.png
apusic.http.static.speedup=true
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Set OTHERS_JVMOPTS:
set MEMORY_JVMOPTS=-
set GC_JVMOPTS=

Set JVM_OPTS=SOTHERS JVMOPTS® $GC_JVMOPTS® SMEMORY JVMOPTS%

server -Djava.nct.preferTPvéStack—true -Djava.awt.headless—true
fxms8152m —Xmx8192m }XX:MaxPermSize—256m
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<SERVICE
CLASS="com.apusic.util.ThreadPoolService"

NAME="apusic:service=ThreadPool, name=MuxHandler"
>

<ATTRIBUTE NAME="MinSpareThreads" VALUE="10"/>
<ATTRIBUTE ‘MaxSpareThreads" VAL 00"/>
<ATTRIBUTE ‘MaxThreads" VALUE="100"/>
<ATTRIBUTE ‘MaxQueueSize" VALUE="5000"/>
<ATTRIBUTE IdleTimeout" VALUE="300"/>

</SERVICE>

<SERVICE

CLASS="com.apusic.util.ThreadPoolService

NAME="apusic:service=ThreadPool, name=HTTPHandler"
>

<ATTRIBUTE NAME="MinSpareThreads" VALUE="30"/>

<ATTRIBUTE ‘MaxSpareThreads" VAL 00" />
<ATTRIBUTE ‘MaxThreads" VALUE="300"/>
<ATTRIBUTE ‘MaxQueueSize" VALUE="5000"/>
<ATTRIBUTE IdleTimeout" VALUE="300"/>

</SERVICE>
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<1--$EEEEEEEEEEEEEEEEEE USP Configuration HEFFFEFEEFEIEEEEEE——>

<context-param>
<description>
Do not compile JSP source file, usefull for pre-compiled web
application bundles which no JSP source files shipped with.
</description>
<param-name>jsp.nocompile</param-name>
<param-value>true</param-value>
</context-param>
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com.apusic.tcp.acceptor.thread. counts




